






































Here is what you’ll need 
to plan the very best in Safe, Comfortable Seating 
...yet SAVE THOUSANDS OF DOLLARS 
on total building costs * 




ACCURATE SLIDE-RULE TYPE CALCULATOR 

Designed by Universal engineers after years of on-the-job 
experience, this new slide-rule type calculator will be of valu¬ 
able aid to you in planning a gymnasium with Roll-A-Way 
Bleacher seating. It figures seating capacity per gym size, and 
vice versa. It shows proper balcony height for ideal seating 
sight line in relation to main floor seating. At the same time, 
it shows how proper planning can reduce ceiling height to a 
practical minimum ... for big savings in both building and 
heating costs. Send for yours today. There is no cost or 
obligation. 



YOURS 

for the asking I 

USE POSTCARD ON PAGE 5; 
NO POSTAGE REQUIRED 




UNIVERSAL BLEACHER COMPANY • CHAMPAIGN, ILL. 










































Roll-A-Way Bleachers are readily adaptable to all 


conditions of special gymnasium design, construction 



No matter how unusual your gymnasium design 
may be; no matter what type or dimension the 
columns, arches or trusses; no matter what the size 
or location of pipes, air ducts or ventilators... 
Roll-A-Way Bleachers are readily adaptable. 

Your local Universal representative can suggest a 
practical solution to any unusual condition ... 
backed by Universal's engineering department with 
over 33 years’ experience in bleacher arrangements. 
Write for assistance with your particular problems 
on special conditions. 


NIVERSAL 
































































































































Dpening or closing with equal ease, Poweroller 
lot only speeds up operation, but does a more 
:areful job. Safe, accurate operation is guaranteed. 


POWEROLLER* opens and closes 
10 to 30 rows quickly, surely, safely 


Opening big 20 or 30 row sections of Roll-A-Way 
Bleachers is a simple, fast procedure with the Uni¬ 
versal Poweroller. One man can open or close any 
section in a few seconds, and it’s the economical 
way, too. No expensive electrical switchgear or 
wiring is required, and no added building costs are 
incurred. 

The Poweroller i& a compact, mobile electric power 
unit especially designed for its purpose. There are 
no complicated cable arrangements or mechanical 
linkages to get out of order. Just plug its 100-foot 
detachable cord into any 110-volt, 60-cycle outlet, 
give the handle switch a slight twist and you’re 
ready to open or close any number of rows quickly. 
The operator merely guides the unit from section 
to section and directs its action. High-traction 
pneumatic tires enable the Poweroller to do all the 
work while protecting the finish of your gym floor. 

Loss of seating by failure of smaller, individual sec¬ 
tion motors is avoided because the big, heavy-duty 
motor in the dependable Poweroller assures con¬ 
tinued operation of all bleachers. And powered 
operation of Roll-A-Way Bleachers does not prevent 
their operation manually. They can be opened or 
closed by hand if necessary during a power outage. 


*T. M. Reg. 
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RICH NATURAL DOUGLAS FIR; 
NEW SATIN-SMOOTH FINISH 


All seat and footboards are IV\" x 10" clear grade 
Douglas Fir “B & Btr.” with these important features: 

• Surfaced all 4 sides for smoothness. 

• Split-preventing bolts for extra-long life. k 

• Well-rounded edges for long-lasting service. fl 

All lumber is finished with a new nitro-cellulose, hot- 
sprayed, fire-resistant lacquer that withstands heavy 
use and abuse better than any other. In addition, the 
rich, natural finish of the Douglas Fir is preserved 
and protected to compliment your new gymnasium. 


Four steel posts under each seatboard in 
a standard section give Universal Roll-A- 
Way Bleachers their rugged strength. 
These posts are 1 W' x 1 W x Vis" hot rolled 
steel channel, stronger than all other 
shapes of comparable weight. Universal 
Roll-A-Way Bleachers pass every State 
bleacher code or law that exists. 


EXTRA-STRONG 
CROSS-BRACING FOR 
EXTRA SUPPORT 

All seatposts are rigidly cross-braced with 
substantial X-type braces of steel channel. 
This Universal extra assures your spectators 
of complete safety . . . even when bleachers 
are under the most severe stress made during 
wildest cheering moments. 


EXTRA-LARGE WHEELS 
FOR FLOOR PROTECTION 

Roll-A-Way Bleachers roll easily on extra-large 
3 W diameter, 114" flat face, self-lubricating wheels 
that cannot mark gymnasium floors. These modern 
mocha rubber wheels contain NO carbon black 
and are fitted with oilite bearings and case-hard¬ 
ened steel bushings; require no servicing. Never, 
in more than 25 years, has a replacement been 
necessary. This special wheel (exclusive with 
Universal ) is designed and built to carry SEVEN 
times the load placed on it. . . for extra safety and 
complete floor protection. 


AVAILABLE SOLID OR EDGE-GLUED 


ACTUAL SIZE 


ACTUAL SIZE ACTUAL SIZE 


EXTRA-HEAVY 
STEEL POSTS FOR 
EXTRA STRENGTH 


Universal 










SEATING CAPACITIES 


Length of 
group—ft. 

32 

40 

48 

56 

64 

72 

80 

88 

96 

104 

112 

120 

NO. OF 
ROWS 













5 

120 

150 

180 

210 

240 

270 

300 

330 

360 

390 

420 

450 

6 

144 

180 

216 

252 

288 

324 

360 

396 

432 

468 

504 

540 

7 

168 

210 

252 

294 

336 

378 

420 

462 

504 

546 

588 

630 

8 

192 

240 

288 

336 

384 

432 

480 

528 

576 

624 

672 

720 

9 

216 

270 

324 

378 

432 

486 

540 

594 

648 

702 

756 

810 

10 

240 

300 

360 

420 

480 

540 

600 

660 

720 

780 

840 

900 

11 

264 

330 

396 

462 

528 

594 

660 

726 

792 

858 

924 

990 

12 

288 

360 

432 

504 

576 

648 

720 

792 

864 

936 

1008 

1080 

13 

312 

390 

468 

546 

624 

702 

780 

858 

936 

1014 

1092 

1170 

14 

336 

420 

504 

588 

672 

756 

840 

924 

1008 

1092 

1176 

1260 

15 

360 

450 

540 

630 

720 

810 

900 

990 

1080 

1170 

1260 

1350 

16 

384 

480 

576 

672 

768 

864 

960 

1056 

1156 

1248 

1344 

1440 

17 

408 

510 

612 

714 

816 

918 

1020 

1122 

1224 

1326 

1428 

1530 

18 

432 

540 

648 

756 

864 

972 

1080 

1188 

1296 

1404 

1512 

1620 

19 

456 

570 

684 

798 

912 

1026 

1140 

1254 

1368 

1482 

1596 

1710 

20 

480 

600 

720 

840 

960 

1080 

1200 

1320 

1440 

1560 

1680 

1800 


To convert to 18" per seat, multiply 16" capacity by .9 



ON GYMNASIUM LAYOUT 



A 

A 

B 

B 

c 

16' l 

Unit 


22" Depth 

24" Depth 

SVz" Rise 

liy 2 " Rise 




Rows 

Open 

Open 

Height 
at Rear 

Height 
at Rear 

Closed 

Depth 

Seats 
@ 16" 

Seats 
@ 18" 

3 

4'-5" 

4'-7" 

2'-111/ 4 " 

3'-2%" 

r-6" 

36 

32 

4 

6'-3 w 

6'-7" 

3'-7y 4 " 

4'-03/ 4 " 

r-io" 

48 

42 

5 

8'-l" 

8'-7" 

4'-4y 4 " 

5'-iy 4 " 

2'-2y 2 " 

60 

53 

6 

9'-ll" 

10'-7" 

5'-03/ 4 " 

6'-03/ 4 " 

2'-7" 

72 

64 

7 

11'-9* 

12'-7" 

5'-9%" 

7'-0V4" 

2 '-ny 2 " 

84 

74 

8 

13'-7" 

14'-7" 

6'-53/ 4 " 

7'-113/ 4 " 

3'-4" 

96 

85 

9 

15'-5" 

16'-7" 

7'-2 l A" 

8'-ny 4 " 

3'-8y 2 " 

108 

96 

10 

17'-3" 

18'-7" 

7'-10%" 

9'-103/ 4 " 

4'-l" 

120 

106 

11 

19'-1" 

20'-7" 

8'-7V 4 " 

io'-ioy 4 " 

4'-5y 2 " 

132 

117 

12 

20'-11" 

22'-7" 

9'-33/ 4 " 

ir- 93 / 4 " 

4'-10" 

144 

128 

13 

22V9" 

24'-7" 

10 '- 0 y 4 " 

i2'-9y 4 " 

5'-2y 2 " 

156 

138 

14 

24'-7" 

26'-7" 

10'-83/ 4 " 

13'-83/ 4 " 

5'-7" 

168 

149 

15 

26'-5" 

28'-7" 

ll'-5y 4 " 

i4'-8y 4 " 

5'-ny 2 " 

180 

160 

16 

28'-3" 

30'-7" 

12'-13/ 4 " 

15'-7%" 

6'-4" 

192 

170 

17 

30'-l" 

32'-7" 

i 2 '-ioy 4 " 

i6'-7y 4 " 

6'-8y 2 " 

204 

181 

18 

31'-11" 

34'-7" 

13'-63/ 4 " 

17'-6%" 

7'-l" 

216 

192 

19 

33'-9" 

36'-7" 

14'-3V 4 " 

18 '- 6 y 4 " 

7'-5y 2 " 

228 

202 

20 

35'-7" 

38'-7" 

14'-113/ 4 " 

19'-53/ 4 " 

7'-10" 

240 

213 

21 

37'-5" 

40'-7" 

15'-8y 4 " 

20'-5y 4 " 

8 '- 2 y 2 " 

252 

224 

22 

39'-3" 

42'-7" 

16'-43/ 4 " 

2r-43/ 4 " 

8'-7" 

264 

234 

23 

41'-1" 

44'-7" 

i7'-iy 4 " 

22'-4y 4 " 

8'-ny 2 " 

276 

245 

24 

42'-11" 

46'-7" 

17'-93/ 4 " 

23'-3 3 / 4 " 

9'-4" 

288 

256 

25 

44'-9" 

48'-7" 

18 '- 6 y 4 " 

24'-3y 4 " 

9'-9y 2 " 

300 

266 

26 

46'-7" 

50'-7" 

19'-23/ 4 " 

25'-23/ 4 " 

10'-2" 

312 

277 

27 

48'-5" 

52'-7" 

i9'-ny 4 " 

26 '- 2 y 4 " 

io'-6y 2 " 

324 

288 

28 

50'-3" 

54'-7" 

20'-73/ 4 " 

27'-l 3 / 4 " 

lO'-ll" 

336 

298 

29 

52'-l" 

56'-7" 

21'-4y 4 " 

28'-iy 4 " 

11'- 31 / 2 " 

348 

309 

30 

53'-11" 

58'-7" 

22'-03/ 4 " 

29'-03/ 4 " 

11 '-8" 

360 

320 


For comfort, top seat should be set about 3" from wall. 
Sizes not included in table also available. 


1. Basketball court dimensions accord¬ 
ing to 1959-60 Rule Book Rule 1, Sec¬ 
tion 1, are as follows: 94' long by 50' wide 
for college court; 84' long by 50' wide, for 
high school courts; 74' by 42'junior high 
school courts. 

2 . The Rule Book calls for minimum 
3' of unobstructed space outside the end 
or side line of the playing floor. On courts 
where it is impossible to provide at least 
3' of unobstructed space, a narrow broken 
line should be marked in the Court par¬ 
allel with and 3' inside the boundary lines. 
On such courts this restraining line shall 
be the boundary line during a throw-in, 
on that side or end of the court (until the 
ball has crossed the line). 


3 . Remember the face of the basketball 
backstop shall be 4' in from the end line 
of the court, according to the latest rules. 

4 . If possible, use the full width of the 
side wall for seating, locating exits in the 
end walls. Arranging for exits along the 
side of the playing floor quickly reduces 
the seating capacity in the most desirable 
area. 

5 . Roll-A-Way bleachers are made in 
standard 16' sections. Other length sec¬ 
tions can also be made if necessary. The 
most economical method is to use as many 
16' sections as possible with an odd sec¬ 
tion at the end of the group. (7' 6" is the 
maximum size of a half section.) Remem¬ 
ber, bleacher sections are normally placed 


2" apart to allow for opening and closing. 
It is strongly recommended that rather 
than detailing the actual size of each sec¬ 
tion, that the Architect give the complete 
length of the group and let the manufac¬ 
turer quote on his most economical section 
arrangement. 

6 . Roll-A-Way bleachers are made from 
3 to 30 rows (tiers) in height. The stand¬ 
ard depth, front to back per row, is 22". 
If 24" depth, front to back, is desired, it 
can be supplied at a slight extra cost. 

7 . Standard rise per row of 8V6" pro¬ 
vides ideal sight line (proven in use) and 
allows more flexibility in window arrange¬ 
ment plus a saving in wall height. A higher 
rise per row is available if desired. 



































































































































































































1. GENERAL —All Roll-A-Way bleachers 
shall be as manufactured by the Uni¬ 
versal Bleacher Company, of Cham¬ 
paign, Illinois, or equal, as approved 
by the architect and/or owner. 

2. GUARANTEE —The manufacturer must 
guarantee the Roll-A-Way bleachers 
against defects in material and work¬ 
manship for one year after the com¬ 
pletion of the installation. 


matically lock the sections in the open 
position and to prevent the accidental 
closing of the front rows when open 
and either occupied or unoccupied. 

(c) Old style spring supported casters 
which require the weight of spectators 
to lock the bleacher will not be per¬ 
mitted. Each section must lock when 
open so that persons walking up the 
bleacher have a firm easy step, with- 


SPECIFICATIONS FOR 
UNIVERSAL I 

ROLL-A-WAY BLEACHERS 



AISLES 


MOVABLE ROLL-A-WAY 


SCORER’S TABLE 


END GUARD RAILS 


NIVERSAL 


The finish shall be dried under con¬ 
trolled temperatures. 

13. PRODUCT IMPROVEMENTS— Bleachers 
shall contain all of the latest product 
improvements that have been made 
since the writing of this specification. 


OPTIONAL ITEMS 


14. END GUARD RAILS —Shall be remov¬ 
able type of standard 1V6" pipe and 
shall be so constructed so they may 
be stored under the 1 bleacher. 


out being bothered by the unexpected 
spring and noise. 


7. WHEELS —To insure ease of operation 
and to prevent floor surface marking, 
the wheels shall be self-oiling not less 
than 3V6" diameter with a minimum 
V/4" face and each wheel shall be com¬ 
plete with case-hardened spanner 
bushing. Wheels shall be of a modern 
mocha rubber and shall contain no 
carbon black. Wheels of lighter con¬ 
struction, smaller dimension, or of 
any other material, shall not be per¬ 
mitted. 


8. SAFETY FRONT —The seatboards when 
closed shall tip to form the safety 
sloping front, for physical education 
activities when the units are closed. 


9. DIMENSIONS— 


(a) The depth front to back per row 
shall be □ 22" (□ 24" extra cost). 

(b) The rise per row shall be 

□ 8V6" (□ 11V6" extra cost). 

*(c) The rear seat shall be placed 3" 
from the wall for comfort. 

(d) The distance from seat to foot¬ 
board shall be 18 l /6" with ample 
room for movement of feet to the 
rear for comfort. 


10. LUMBER — Seat and Foot Boards— 
Shall be %” x 10" best grade B & Btr. 
Douglas Fir Clear with surfacing four 
sides, kiln dried, and corners well 
rounded and edges eased. 

□ Solid □ Edge Glued 
Vertical Filler Boards—Shall be 
1" x 12" clear edge glued Douglas Fir 
centered underneath each seat. 


11. FRONT ROW — Seat Type Front RoW 
— Shall be provided so that the first 
row of seats is always open in the 
closed position. A front seat that re¬ 
quires friction pads to attempt to hold 
the seat open will not be permitted. 
A fully closed bleacher that must use 
a key to obtain the front row for use 
will not be permitted. 

Folded front row shall be provided so 
that all rows completely fold up in a 
safety sloping front. 


12. FINISH —All steel parts shall be prop¬ 
erly cleaned and finished with modern 
Mocha baked on enamel, dried at 
375° for at least 15 minutes. 

All wood parts shall be factory finished 
with machine sanding, sealed on all 
sides and edges, hand sanded as re¬ 
quired, and finished with 2 coats of 
a new nitro cellulose, hot-sprayed, 
fire-resistant lacquer. 


15. END PANELS —Of a size and shape nec¬ 
essary to conceal the understructure 
of the bleacher in the folded position; 
shall be constructed of plywood, fin¬ 
ished as other wood parts and firmly 
fastened in place. 


16. SCORER’S TABLE— Shall be 8 feet long 
by 12" wide and shall attach to the 
footboard of the second row with 
standard 1*4" pipe. The top shall slope 
for easy writing with a pencil tray at 
the bottom edge. 


17. POWERIZED ROLL-A-WAY —Provide a 
POWEROLLER to open and close 
the complete installation, with one 
man operation. The POWEROLLER 
shall be provided complete with 100' 
of rubber cord to utilize any 60 cycle, 
110 AC outlet. 


18. MOVABLE ROLL-A-WAY (Note Maxi¬ 
mum 14 rows)—The same basic spec¬ 
ifications for regular wall attached 
units shall apply to movable units. In 
addition, these units shall be hydrauli¬ 
cally raised onto a sufficient number 
of large 4" diameter, 2" face wheels 
for easy moving. Each unit shall have 
the compete lifting unit built into the 
base of each movable unit. The use 
of floor trucks to move the unit will 
not be permitted. Rear guard rail 
shall be provided along the rear row 
of each unit. 


19. SEATBOARD LEVEL AISLES-To preserve 
maximum seating capacity, provide 
seatboard level aisles with abrasive¬ 
faced, non-slip Safety-Walk treads 
applied to seatboard surfaces. 


20. FOOTBOARD LEVEL AISLES — Provide 
footboard level aisles of matching lum¬ 
ber and enameled steel, firmly attached 
to the basic bleacher assembly, that 
do not interfere with normal opening 
or closing of bleachers. 


END PANELS 


3. QUANTITY —Deliver and install Roll- 
A-Way bleachers under the super¬ 
vision of a factory engineer, in the fol¬ 
lowing quantities: 

(Give total length of all groups, 
number of rows, depth per row, 
rise per row, wall-attached or mov¬ 
able or recessed units.) 


4. DESIGN — Roll-A-Way bleachers shall 
be designed to support safely, when in 
use, a live load of 120 pounds per 
lineal foot of seatboard plus 120 
pounds per lineal foot of footboard, 
with a minimum safety factor of four. 
All tests will be conducted on steel 
parts only; wood members will not be 
used as structural members. Stresses 
in wood will not exceed those recom¬ 
mended by the United States Forest 
Products Laboratory. All steel mem¬ 
bers must conform to American Stand¬ 
ards Association specifications. 


5. CONSTRUCTION — Each standard 
length (16') section shall consist of 
a complete set of foot and seat boards 
and four complete sets of steel under- 
structure. All steel load carrying mem¬ 
bers shall be of regular hot rolled steel 
channel designed to support safely the 
load carried. All flat operating links 
shall be of not less than l 4" thickness. 
Each set of steel understructure shall 
consist of sufficient load carrying posts 
located directly under each seatboard 
and they shall be connected together 
by steel angle arms to provide an 
easy-acting, non-binding folding arm 
principle of operation. Close fitting 
slides of any shape shall not be em¬ 
ployed in the operation of the bleacher. 
All vertical load carrying posts shall 
be “X” type, cross-braced together in 
pairs in the vertical plane to prevent 
lateral movement or sidesway. The 
cross-braces shall be of rolled steel 
channel properly spaced on the seat- 
posts to give maximum rigidity. Steel 
scissors action linkage or linkage re¬ 
quiring lubrication periodically will 
not be permitted. The complete under¬ 
structure shall be composed of steel 
channel and angle. Tubular construc¬ 
tion will not be permitted. 


6. LOCKING —(a) Each Roll-A-Way sec¬ 
tion shall have two cylinder locks, 
keyed alike, to lock the sections in the 
closed position and to maintain align¬ 
ment of the sections. Full units with 
only one central lock or units that use 
friction pads to lock the unit open will 
not be permitted. 

(b) The folding arms in the under¬ 
structure shall be designed as to auto¬ 



























































YOU CAN DEPEND UPON UNIVERSAL 

... oldest and largest manufacturer devoted 
exclusively to design and construction of bleachers 



REPRESENTATIVES EVERYWHERE 

Universal Roll-A-Way Bleachers are building faithful service records in schools 
and institutions throughout the 50 United States... and Universal 
representatives are strategically located in all States to assist you in 
determining your seating requirements. These factory-trained consultants 
are as close as your ’phone, and they’ll be pleased to share their knowledge 
with you when selecting your gymnasium seating. Call or write the main 
office and you will be directed to a well-qualified Universal 
representative... your seating servant for Roll-A-Way Bleachers. 



REPRESENTATIVES 


ARIZONA 

P.B.S.W. Supply & Equipment Co. 
530 West Washington Street 
Phoenix (ALpine 8-6661) 

ARKANSAS 

School Products Co. of Arkansas 
3018 West Capitol Street 
Little Rock (MOhawk 3-7566) 

CALIFORNIA 

American Seating Company 
800 North Sepulveda Boulevard 
El Segundo (Los Angeles) 
(ORegon 8-6141) 

American Seating Company 
701 Bayshore Boulevard 
San Francisco (JUniper 7-5940) 

COLORADO 

Paul R. Spencer Company 
4201 Brighton Boulevard 
Denver 16 (KEystone 4-3293) 

GEORGIA 

American Seating Company 
354 Nelson Street. S. W. 

Atlanta (JAckson 3-1916) 

HAWAII 

R. C. Pullen Company 
1410 Kapiolani Boulevard 
Honolulu (99-5574) 

IDAHO 

Caxton Printers, Ltd. 

Caldwell (9-7421) 

ILLINOIS 

Allied School Equipment, Inc. 

417 East Jefferson Street 
Springfield (4-9804) 

Warren Larson Company 
1216 South Delphia 
Park Ridge (TAIcott 3-7212) 

INDIANA 

King Equipment Company 
340 West Main Street 
Danville (SHerwood 5-4288) 

IOWA 

J. S. Latta & Son 
909 West 23rd Street 
Cedar Falls (COIfax 6-3501) 


KANSAS 

Building Specialties & 
Equipment Co., Inc. 

603 Topeka Boulevard 
Topeka (CEntral 2-1252) 

Building Specialties & 
Equipment Co., Inc. 

1727 East Second 
Wichita (AMherst 5-2821) 

LOUISIANA 

Leo A. Ernst 

3580 Gentilly Boulevard 

New Orleans (WHitehall 5-3207) 

MASSACHUSETTS 

Twombly Associates, Inc. 

750 Main Street 
Winchester (PArkview 9-4600) 

MICHIGAN 

McFadden Corporation 
3011 East Saginaw 
Lansing (IVanhoe 2-1103) 

Upper Peninsula Office 
Supply Co. 

Marquette (CAnal 6-2558) 

MINNESOTA 

A & C Sales Co. 

6518 Walker Street 
Minneapolis 26 (WEst 9-6163) 

MISSISSIPPI 

Mississippi School Supply Co. 
116 East South Street 
Jackson (FLeetwood 2-3346) 

MISSOURI 

Hicks-Ashby Company 
3006 Holmes Street 
Kansas City (JEfferson 1-9220) 

MONTANA 

Colborn School Supply Co. 

27th & Montana Avenue 
Billings (6-6728) 

NEBRASKA 

R. L. White Sales Company 
824 “O” Street 
Lincoln (2-1025) 

R. L. White Sales Company 
3106 Cumming Street 
Omaha 31 (ATIantic 8363) 


NEW MEXICO 

M & W Sporting Goods Co. 

414 West Copper Avenue 
Albuquerque (CHapel 3-4433) 

NEW YORK 

Bradley M. Layburn Company 
151 East Post Road 
White Plains (9-1270) 

W. G. S. Corporation 
1002 West High Terrace 
Syracuse (HUnter 8-7770) 

NORTH CAROLINA 

Universal Equipment Company 
3709 Hillsboro Street 
Raleigh (TEmple 2-7000) 

NORTH DAKOTA 

Colborn School Supply Co. 

202 DeMers Avenue 
Grand Forks (4-5591) 

OHIO 

Folding Equipment Company 
3135 Goddard Road 
Toledo (GReenwood 2-6045) 

G. E. Maier Company 
715 Sycamore Street 
Cincinnati (DUnbar 1-2162) 

OKLAHOMA 

Oklahoma Seating Company 
19 West Main Street 
Oklahoma City (CEntral 2-0459) 

OREGON 

Lowman & Hanford Company 
2725 N. W. Industrial Avenue 
Portland (CApitol 8-2820) 

PENNSYLVANIA 

American Seating Company 
16th at Hamilton 
Philadelphia (LOcust 4-4325) 

SOUTH CAROLINA 

American Seating Company 
928 Main Street 
Columbia (AL 2-4336) 

SOUTH DAKOTA 

Midwest Beach Company 
233 South Phillips Avenue 
Sioux Falls (4-5853) 


TENNESSEE 

Chattanooga Products Company 
12th & Carter Streets 
Chattanooga (AMherst 6-1301) 
Highland Products Company 
Broadway at Jackson Ave. 
Knoxville (3-9195) 

Nashville Products Company 
158 Second Avenue, North 
Nashville (ALpine 6-5194) 

School Products Company 
1544 Madison Avenue 
Memphis (BRoadway 6-4437) 

TEXAS 

American Seating Company 
2930 Canton Street 
Dallas (Riverside 1-4527) 

UTAH 

Hull Equipment Company 
6 “K” Street 

Salt Lake City (EMpire 3-9128) 

VIRGINIA 

John H. Pence Company 
5107 Lakeside Avenue 
Richmond (ELgin 8-4909) 

John H. Pence Company 
119 Church Avenue, East 
Roanoke (Diamond 3-2434) 

WASHINGTON 

Lowman & Hanford Company 
4225 Second Ave., South 
Seattle (MAin 3-8870) 

WISCONSIN 

Chippewa Valley Sporting 
Goods Co. 

415 South Farwell Street 
Eau Claire (TEmple 2-0795) 

W. L. Kittelberger 
2708 South 44th Street 
Milwaukee (EVergreen 3-4690) 


JNIVERSAL BLEACHER COMPANY-CHAMPAIGN, ILL. Phone FLeetwood 6-9053 

—...— — - .. 
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